
REATON and REAPLAS three-way 
taps that allow to control an 
hydraulic valve manually. You can 
open, close, or insert another 
element such as a solenoid, relay, 
pilot, etc, in the "auto" position.

"Click" sound setting in the correct 
position.

ONLY SUITABLE FOR AGRICULTURAL 
USE







•  BODY AND LATERAL SLEEVES: 
REATON®: Brass
REAPLAS®: Polyamide with fibre-glass.
•  EXE: 
REATON®: Nickel brass.
REAPLAS®: Teflon.
•  WATERTIGHTNESS: Teflon and NBR joints..

MATERIALS
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REATON ® / REAPLAS®  

• CONNECTIONS : 1/8” and 1/4” threads.
•  DESIGN: 3 way tap.
•  SIZES RANGE : 2.5 and 4.5
•  NOMINAL PRESSURE (bar): PN10 or PN16.

(psi): PN145 or PN232.

SPECIFICATIONS
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MODEL
NOMINAL
PRESSURE

INSIDE
DIAMETER(b)

COMMON WAY 
CONNECTION (A)

LATERAL WAYS
CONNECTION (B)

WEIGHT

bar psi mm pulg GAS thread GAS thread grames

REATON® 2.5
16 232

2,5 0.10
1/4” male 1/8” female 128
1/8” male 1/8” female 124
1/4” female 1/8” female 120

REATON® 4.5 4,5 0.18 1/4” male 1/4” female 265

REAPLAS® 10 145 4,5 0.18
1/4” male 1/8” female 48
1/4” female 1/8” female 44

WORKING SCHEME

DIMENSIONS AND WEIGHTS



Strainer is very important to protect circuit and elements
that make up a hydraulic control valve from blockages. It
is located in the valve pressure outlet.

COMETAL strainer is self-cleaning, the flow of water
passing through the valve performs this function.

ONLY SUITABLE FOR AGRICULTURAL USE





• BODY : 
Brass strainer: Brass
Plastic strainer: Polyamide with fibre-glass.
• MESH: 
Brass strainer : Stainless Steel (64 mesh) 
Plastic strainer : Polyamide with fibre-glass.
• O-RING: Teflon y NBR joints.

MATERIALS
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STRAINERS

MODEL
NOMINAL
PRESSURE

LEGTH (L) CONNECTION (A) PASS SECTION CONNECTION (B) WEIGHT

bar psi mm GAS mm GAS g

Brass strainer 16 232
30 ¼” male 4,5 1/8” female 15,0

49,5 ¼” male 4,5 1/8” female 24,0
66,5 ¼” male 4,5 1/8” female 33,0

Plastic strainer 10 145
36,5 ¼” male 5,0 1/8” female 4,5
55,0 ¼” male 5,0 1/8” female 5,5

MODEL L Use for the following valves

Brass strainer
30 1”, 1½”P

49,5 1½”G, 2”, 2½”, 3”, DN80,DN100, DN125
66,5 3”90º, DN80-90º, DN100-90º, DN150, DN200, DN250

Plastic strainer
36,5 1”, 1½” Plastic
55,0 2”, 2 ½”,3”,4” Plastic

STRAINER SELECTION



DIMENSIONS AND WEIGHTS
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KOVIS ®

Cometal ha diseñado y fabricado unos nuevos e innovadores conectores
que hemos denominado y registrado como “KOVIS”. Dichos accesorios
tienen la particularidad de haber sido diseñados y optimizados con la
experiencia de ensamblar la válvula hidráulica con cualquier
equipamiento posible, tanto en banco de ensamblaje en fábrica como en
pruebas y estudios en campo.

FILTRO TOMA PLÁSTICO

Los KOVIS nacen con dos tipos de medidas: para microtubo de 8-6
(diámetro exterior 8mm e interior de 6mm, color negro) con un paso
interior de 4,5mm, y para microtubo 6-4 (diámetro exterior 6mm e
interior de 4mm, color azul) con un paso interior de 2,5mm.

Materiales: Poliamida reforzado con fibra de vidrio

MACHONES/BUTTRESS

REF DESCRIPCIÓN/DESCRIPTION
1KV10555 MACHON/BUTTRESS 1/8”-1/4”

1KV10565 MACHON/BUTTRESS 1/8”-1/8”

1KV10575 MACHON/BUTTRESS 1/4”-1/4”

ENLACES/UNNION

REF DESCRIPCIÓN/DESCRIPTION
1KV30015 ENLACE UNIÓN/UNNION CONECTOR Ø8-Ø8

1KV30035 ENLACE UNIÓN/UNNION CONECTOR Ø8-Ø6

Conectores para microtubo 8x6/Fitting for 8x6 micropipe

REF DESCRIPCIÓN/DESCRIPTION
1KV30055 CONECTOR MACHO/MALE CONNECTOR  1/8”-Ø8

1KV30065 CONECTOR MACHO/MALE CONNECTOR1/4”-Ø8

REF DESCRIPCIÓN/DESCRIPTION
1KV30105 CODO 90º/ELBOW 1/8”-Ø8

1KV30125 CODO 90º/ELBOW 1/4”-Ø8

REF DESCRIPCIÓN/DESCRIPTION
1KV30205 TE SIMÉTRICA/SYMMETRICAL TEE Ø8-1/8”-Ø8

1KV30215 TE SIMÉTRICA/SYMMETRICAL TEE Ø8-1/4”-Ø8

REF DESCRIPCIÓN/DESCRIPTION
1KV30245 TE UNIÓN/JOINT TEE Ø8-Ø8

REF DESCRIPCIÓN/DESCRIPTION
1KV30265 TE ASIMÉTRICA/ASYMMETRICAL TEE 1/8”-Ø8-Ø8

1KV30275 TE ASIMÉTRICA/ASYMMETRICAL TEE 1/4”-Ø8-Ø8

CONECTORES/CONNECTOR

CODOS/ELBOW

TE SIMÉTRICA/SYMMETRICAL TEE

TE UNIÓN/JOINT TEE

TE ASIMÉTRICA/ASYMMETRICAL TEE

REF DESCRIPCIÓN/DESCRIPTION
1KV30025 ENLACE UNIÓN/UNNION CONECTOR Ø6-Ø6

1KV30035 ENLACE UNIÓN/UNNION CONECTOR Ø8-Ø6

REF DESCRIPCIÓN/DESCRIPTION
1KV30075 CONECTOR MACHO /MALE CONNECTOR 1/8”-Ø6

1KV30085 CONECTOR MACHO/MALE CONNECTOR  1/4”-Ø6

REF DESCRIPCIÓN/DESCRIPTION
1KV30115 CODO 90º/ELBOW 1/8”-Ø6

1KV30135 CODO 90º/ELBOW 1/4”-Ø6

REF DESCRIPCIÓN/DESCRIPTION
1KV30225 TE SIMÉTRICA/SYMMETRICAL TEE Ø6-1/8”-Ø6

1KV30235 TE SIMÉTRICA/SYMMETRICAL TEE Ø6-1/4”-Ø6

REF DESCRIPCIÓN/DESCRIPTION
1KV30255 TE UNIÓN/JOINT TEE Ø6-Ø6

REF DESCRIPCIÓN/DESCRIPTION
1KV30285 TE ASIMÉTRICA/ASYMMETRICAL TEE 1/8”-Ø6-Ø6

1KV30295 TE ASIMÉTRICA/ASYMMETRICAL TEE 1/4”-Ø6-Ø6

RACOR MANOMÉTRICO “BELLOTA”/GANGE HOLDER FOR THREE WAY PILOT

REF DESCRIPCIÓN/DESCRIPTION

1NG30005
BELLOTA PLASTICA  PN10/PN10 GANGE HOLDER FOR THREE WAY PILOT 1/8“M-1/8"H-
1/4"H

REF DESCRIPCIÓN/DESCRIPTION
1KV10515 TAPÓN/PLUG ¼”

1KV10505 TAPÓN/PLUG 1/8”

Cometal has designed and manufactured a new and innovative fittings
which has been called and registered as “KOVIS”.
These accessories have the particularity of having been designed and
optimized with the experience in assembling the hydraulic valve with any
possible equipment, both in the assembly factory department and testing
and field studies.

CARACTERÍSTICAS/CHARACTERISTICS:

The KOVIS are born with two types of measures: for 8-6 micropipe (outside
diameter 8 mm and 6 mm inside, black colour) with an internal 4.5 mm
step, and for 6-4 micropipe (outer diameter 6 mm and 4 mm inside, blue
colour) with an internal 2.5 mm step

Materials: Polyamide with fibre-glass

Conectores para microtubo 6x4/Fitting for 6x4 micropipe

TAPONES/PLUGS



The solenoid will allow us to electrically controlled 
hydraulic valve.

ONLY SUITABLE FOR AGRICULTURAL USE





CHARACTERISTICS
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SOLENOIDES

SQUEME

Model Ref
Base 

materials
Function Voltage Power

Inside
diamater

Manufacturer

SOLEN.3V CA NA 24V50HZ8W2mm PN10 1/8” 2SL10015 Brass NO 24 V AC 8W 2mm Burkert

SOLEN.3V CA NC 24V50HZ8W2mm PN10 1/8” 2SL10025 Brass NC 24 V AC  8W 2mm Burkert

SOLE.3V CC LATCH12V7W1,5 PN10 1/8” 2SL10035 Brass LATCH 12 V DC 5W 2mm Burkert

SOL.3V CA NA 24V50HZ5.5W2mm PN10 1/8” 2SL10535 Brass NO 24 V AC 5.5W 2mm Baccara

SOL.3V CA NC 24V50HZ5.5W 2mm PN10 1/8 » 2SL10555 Brass NC 24 V AC 5.5W 2mm Baccara

SOLE.3V CC LATCH12V PN10 1/8"LATON 2SL10545 Brass LATCH 12 V DC 5.5W 2mm Baccara

SOLE.3V CA NA 24V50HZ3W1,2 PN10 1/8” 2SL10515 Plastic NO 24 V AC 3W 1.2mm Baccara

SOLE.3V CA NC 24V50HZ3W1,2 PN10 1/8” 2SL10525 Plastic NC 24 V AC 3W 1.2mm Baccara

SOLE.3V CC LATCH12V3W1,2 PN10 1/8” 2SL10505 Plastic LATCH 12 V DC 3W 1.2mm Baccara

SOLEN.3V CA NA 24V50HZ0,1W1,2 PN16 1/8“
LARGA DISTANCIA/Long distance

2SL10045 Brass NO 24 V AC 0.1W 1.2mm Baccara

P

PD P

D D

C CC

NO-3W LATCH-3W NC-3W

Normally opened (NO) Pulse (LATCH) Normally closed (NC)

P= pressure C=chamber D=drainage



To connect a RETROL® terminal strip only need
the RETROL® bodies (as many as you want) and
the “end connection” with a ¾” male thread in
one of its end.

With this original design we achieve a perfect
hydraulic connection and the product
adaptation to specifics user needs in each time

ONLY SUITABLE FOR AGRICULTURAL USE.
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ESPECIFICACIONES
• BODY CONNECTION: ¼” female thread

• END CONNECTIONS (TERMINALS):

KIT Nº1: TERMINAL A+TERMINAL B :     
¾” male thread + ¾” male thread

KIT Nº2: TERMINAL A + TAPÓN:
¾” male thread + plug

• BODY AND ENDS: Brass
• O-RINGS: NBR

MATERIALS
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RETROL ®

SPECIFICATIONS
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